
Cutting EdgE tEChnologiEs

     
MAChinE sPECiFiCAtions*
Positioning accuracy +/- .005” (0.127 mm) *
Repeatability +/- .001” (0.025 mm) *
* Measured over 60” (1500 mm) length

     

Overall machine height     6’ 5” (1980 mm)
Effective cutting diameter     1”(25 mm) to 14” (355 mm)
Effective cutting length     11’ (3.35 m) 21’  (6.40 m) 31’ (9.45 m) 41’ (12.50 m)
Machine width without CNC and pipe handling equipment 38” (960 mm)
Machine length without CNC and pipe handling equipment 15’ 3” (4648 mm) 25’ 4” (7722 mm)  35’ 5” (10,795 mm)  45’ 6” (13,868 mm) 

NOTE: The CNC Control Pedestal dimensions are 36” (914 mm) L x 31” (787 mm) W x 57” (1448 mm) H

Maximum traverse speed     1,000 IPM (25 mpm)
Maximum tools      1
Maximum plasma system amperage   400 A
Recommended plasma systems   Hypertherm Powermax series, MAXPRO200, HPR130XD, HPR260XD, HPR400XD
Maximum production plasma cutting capacity  3/4” (19 mm)
Input power for cutting machine    200-240 Vac, 50/60 Hz, 1-Phase, 30A F.L. Amps dedicated circuit

NOTE: Specifications subject to change
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The ROTO HORNET ™ 1000 was designed to increase production and improve accuracy for your pipe cutting needs. Retro Systems’ heavy-
duty machine design, innovative pipe handling system and QuickPipe™ software combine with Hypertherm’s plasma systems to produce 
the industry’s best pipe cutting machine.

The ROTO HORNET™ 1000 cuts pipe from 1” (25 mm) to 14” (355 mm) diameter and from 10’ (3 m) to over 40’ (12 m) length.

      10 ft (3 m)       20 ft (6.1 m)       30 ft (9.1 m)      40 ft (12.2 m)
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QuickPipe™ software
Retro Systems QuickPipe™ software enables users to cut 
a variety of cut parts including straight, miter, cope, slotted 
and branch cuts.   

Manual Bevel
The manual bevel attachment 
facilitates the cutting of weld preps on 
the ends of the pipe.

Pipe Claming
The large-bore three-jaw self-
centering chuck clamps pipe from 1” 
(25 mm) to 14” (355 mm) and enables 
smoke to be extracted through the 
chuck. 

Pipe turn Rolls
Pneumatically-ajustable steel wheels 
improve pipe-handling efficiency and 
provide maximum durability.

Precision Cut Parts
The ROTO HORNET™ 1000‘s heavy-
duty design, Retro Systems’ Quick 
Pipe software and Hypertherm’s 
plasma systems enable the creation 
of an extensive array of precision pipe 
profiles.

Pipe storage Rack
The optional pipe storage rack is 
designed to maximize efficiency of 
pipe handling.

hyperthem Plasma
Hypertherm’s HyPerformance plasma 
systems provide the highest quality  
and most precise plasma cut parts in 
the industry.

Pneumatic Pipe handling system
Retro Systems’ innovative pneumatic pipe handling system 
enables  operators to quickly and safely load and unload pipe to 
maximize production.  


