
BUILD SOMETHING GREAT

The AQUA HORNET LT cutting machine offers the versatility that 
manufacturers and fabricators require. The AQUA HORNET LT is 
available in three compact sizes (4ft x 4ft, 4ft x 8ft, 5ft x 10ft) that 
provide flexibility in space, application, and budget.

•	 High Pressure whip delivery system

•	 Pumps from 15hp to 150hp

•	 Cutting pressure up to 90,000psi

CUTTING-EDGE WATERJET 
TECHNOLOGY

Precision cutting head and abrasive delivery 
system increases production efficiency.

FEATURING

ENGINEERED FOR DURABILITY  
AND PRECISION 

Structure built for endurance and accuracy.

•	 Bellows covering all drive axes

•	 Independent heavy-duty steel 
cutting table

•	 Fully machined unitized frame design

•	 Remote Operator Pedestal 	

•	 Hypertherm Edge Connect Control 

•	 Hypertherm CAM Programing Software

OPERATIONS AND MAINTENANCE

Innovative technology keeps the Aqua Hornet 
LT up and running.

AQUA HORNET LT

VERSATILITY AND PRECISION IN 
A COMPACT WATERJET CUTTING 
SOLUTION
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844-209-5552
316-755-3683
316-755-1675

430 W Clay
Valley Center, KS 67147
Info@HornetCS.com

 A Service-Disabled Veteran-Owned Small Business 
ISOQAR Quality Assured ISO 9001 Certificate #14037ASR001POWERED BY 

Visit HornetCS.com  or call 1-844-209-5552  to request a quote

MACHINE SPECIFICATIONS
Repeatability

+/-.001” (.025mm)*

Positioning Accuracy 

+/-.005” (.127mm)* * Measured over 5 feet (1.5 m) length

AQUA HORNET LT

AHLT07312018

4 ft x 4 ft (1.2 m x 1.2 m) 4 ft x 8 ft (1.2 m x 2.4 m) 5 ft x 10 ft (1.5 m x 3 m)

Effective Cutting Width 48 in (1219 mm) 48 in (1219 mm) 60 in (1524 mm)

Machine Width Without CNC 105 in (2667 mm) 105 in (2667 mm) 117 in (2972 mm)

Effective Cutting Length 48 in (1219 mm) 96 in (2438 mm) 120 in (3048 mm)

Machine Length without CNC 96 in (2438 mm) 144 in (3658 mm) 168 in (4267 mm)

Machine Height 78 in (1993 mm)          

Maximum traverse speed 1200 ipm (30480 mm/min)

Maximum tools 1

Intensifier power 15 HP (11 kW) to 150 hp (112 kW)

Cutting Water Pressure Up to 90,000 psi (6205 bar)

Cutting capacity 8 in (203 mm)

Input power – CNC & Drives 200-240 VAC | 1-Phase | 50/60 Hz | 20-amp Dedicated Circuit


