
SPECIFICATIONS

HPR260XD Auto Gas Instruction Manual 2-5

Power supply

133.4 mm
5.3"

1181.1 mm
46.5"

1143.0 mm
45.0"

803.3 mm
31.6"

554.7 kg
1223 lb

* The 380 volt CCC regulatory approval only applies to 50 Hz operation

General
Maximum OCV (U0) 311 VDC
Maximum output current (I2) 260 Amps
Output voltage (U2) 50 – 175 VDC
Duty cycle rating (X) 100% @ 45.5 kw, 40° C (104° F)
Ambient temperature/Duty cycle Power supplies will operate between -10° C and +40° C (+14° and 104° F)
Power factor(cosϕ) 0.98 @ 260 ADC output
Cooling Forced air (Class F)
Insulation Class H

Part
number

AC Voltage
(U1) Phase Frequency

(Hz)
Amperage (I1) Regulatory

approval
Power kW (+/- 10%)

(U1 x I1 x 1.73)

078554 200/208 3 50/60 149/144 CSA 51.6
078555 220 3 50/60 136 CSA 51.6
078556 240 3 60 124 CSA 51.6
078557 380* 3 50/60 79 CCC 51.6
078558 400 3 50/60 75 CE/GOST-R 51.6
078559 440 3 50/60 68 CSA 51.6
078560 480 3 60 62 CSA 51.6
078561 600 3 60 50 CSA 51.6
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Ignition console – 078172
• The ignition console may be mounted locally on the power supply (LHF) or remotely on the cutting table’s bridge

(RHF). See Installation section for details.

• Maximum cable length from the ignition console to the torch lifter station is 20 m (65 ft). Allow room to remove
the top for servicing.

• The ignition console may be mounted horizontally or vertically.

9.1 kg
20 lb

283 mm
11.125"219 mm

8.625"

194 mm
7.625"

152 mm
6"

216 mm
8.5"
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Horizontal mounting

Vertical mounting

LHF mounting (local)

Mounted on table

RHF mounting (remote)
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Selection console – 078533
• Maximum cable length from the power supply to the selection console is 75 m (250 ft).

• Maximum cable length from the selection console to the metering console is 20 m (65 ft).

• Mount the selection console on top of the power supply or near the CNC on the cutting table. Allow room to
open the top for servicing.

355.6 mm
14.00"

285.75 mm
11.25"

311.15 mm
12.25"

314.5 mm
12.38"

254.0 mm
10.0"

13.6 kg
30 lb

0

38.1 mm
1.5"

0 76.2 mm
3.0"



Metering console – 078535
• Maximum cable length from the metering console to the torch lifter station is 1.8 m (6 ft).

• Mount the metering console to the torch carriage on larger tables. On smaller tables it can be mounted to a
bracket just above the bridge.

• The vent hole on the console must be kept clear at all times.
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153.9 mm
6.1"

33.3 mm
1.3"

122.2 mm
4.8"

0

54.9 mm
2.2"

76.2 mm
3.0"

6.4 kg
14 lb

282.5 mm
11.1"

0 248.9 mm
9.8"

Vent hole. Do not block.

263.53 mm
10.375"

155.58 mm
6.125"

285.75 mm
11.25"



SPECIFICATIONS

2-10 HPR260XD Auto Gas Instruction Manual

Torch – 228521
• The outside diameter of the torch mounting sleeve is 50.8 mm (2.0 in).

• The minimum bend radius for the torch leads is 152.4 mm (6.0 in).

1.8 m
6'

1.9 kg
4.2 lb

193 mm
7.59"

49 mm
1.91"

104 mm
4.10"

57 mm
2.25"

51 mm
2"

95 mm
3.74"

51 mm
2.00"

345 mm
13.60"

43 °




