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Power supply

General

Maximum OCV (U0) 311 VDC

Maximum output current (I2) 130 amps

Output voltage (U2) 50 – 150 VDC

Duty cycle rating (X) 100% @ 19.5 kw, 40° C (104° F)

Ambient temperature Power supplies will operate between -10° C and +40° C
(+14° and 104° F)

Power factor(cosϕ) 0.91 @ 130 ADC output

Cooling Forced air (Class F)

Insulation Class H

Input power (input voltage (U1) X input current (I1 X 1.73) (+/- 10%)

200/208 VAC, 3-PH, 50/60 Hz, 62/60 amps

220 VAC, 3-PH, 50/60 Hz, 56 amps

240 VAC, 3-PH, 60 Hz, 52 amps

380 VAC, 3-PH, 50/60 Hz, 33 amps

400 VAC CE, 3-PH, 50/60 Hz, 32 amps

440 VAC, 3-PH, 50/60 Hz, 28 amps

480 VAC, 3-PH, 60 Hz, 26 amps

600 VAC, 3-PH, 60 Hz, 21 amps

Part numbers

200/208 VAC – 078194

220 VAC – 078204

240 VAC – 078195

380 VAC – 078196

400 VAC – 078197

440 VAC – 078198

480 VAC – 078199

600 VAC – 078200

286.3 kg
631 lb

1073.2 mm
42.25"

1117.6 mm
44.0"

571.5 mm
22.5"
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Fuel-gas console (optional) – 078201

• The fuel-gas console is mounted on the top of the power supply. Allow 1m (3 ft) on all sides of the console for
servicing and ventilation.

• The maximum lead length, from the fuel-gas console to the off-valve, is 15 m (50 ft).

172.7 mm
6.8"

13.15 kg
29.0 lb

508 mm
20"

457.2 mm
18"

279.4 mm
11"

304.8 mm
12"
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Ignition console

• The ignition console is mounted on the rear of the power supply. Allow room to remove the rear panel for
servicing.

• The maximum torch-lead length, from the ignition console to the torch, is 15 m (50 ft).
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Standard off-valve – 229105

• Maximum cable length from the off-valve to the torch lifter is 1.8 m (6 ft).

• Mount the off-valve assembly on the torch carriage on large tables. On small tables it can be mounted on a
bracket just above the bridge.

• The vent hole on the side of the manifold must be kept clear at all times.

A

A

A - A

70 mm
2.75"

139.7 mm
5.5"

54.4 mm
2.14"

5.16 mm
0.203"

130.8 mm
5.15"

109.7 mm
4.32"

19 mm
0.75"

1.30 kg
2.87 lb

Vent hole
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Fuel-gas off-valve – 229130

• Maximum cable length from the off-valve to the torch lifter is 1.8 m (6 ft).

• Mount the off-valve assembly on the torch carriage on larg tables. On small tables it can be mounted on a
bracket just above the bridge.

• The vent hole on the side of the manifold must be kept clear at all times.

A

A

A - A

70 mm
2.75"

139.7 mm
5.5"

54.4 mm
2.14"

5.16 mm
0.203"

130.8 mm
5.15"

109.7 mm
4.32"

19 mm
0.75"

1.44 kg
3.18 lb

Vent hole
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Torch – 228144 (includes mounting sleeve and consumables)

• The outside diameter of the torch mounting sleeve is 45 mm (1.75 inch).

1.8 m
6'

0.93 kg
2.05 lb

229 mm
9.0"

62 mm
2.43"

116 mm
4.55"

45 mm
1.75"

35°
345 mm
13.57"




