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MACHINE SPECIFICATIONS*
Positioning accuracy			   +/- .005” (.127 mm)*
Repeatability            		                  	 +/- .001” (.025 mm)*
*Measured in a 60” x 60” area (1.5m x 1.5m)

					     6.6 ft (2.0 m)	 8.2 ft (2.5 m)	 10 ft (3.0 m)	 12 ft (3.7 m)	 14 ft (4.3 m)
Nominal Cutting Width (A)			   78” (2 m) 		  98” (2.5 m) 		  120” (3 m) 		  144” (3.6 m) 	 168” (4.3 m)
Width Between Rails (B)				   110” (2.79 m) 	 129” (3.28 m) 	 151” (3.84 m) 	 175” (4.45 m) 	 199” (5.05 m)
Overall Machine Width (C)			   179” (4.6 m) 	 198” (5.03 m) 	 220” (5.59 m) 	 244” (6.20 m) 	 268” (6.81 m)
Nominal Cutting Length (D)			   144” (3.6 m) Minimum, Expandable in 48” (1.2 m) Increments
Overall Machine Length (E)			   Nominal Cutting Length + 7 ft (2.1 m)
Distance from Floor to Heat Shield (F)		  42” (1.07 m)
Gantry Parking Space 				    7 ft (2.1 m)
Suggested Cutting Table Slat Height 		  26” ‐ 32” (0.66 m ‐ 0.81 m)
** The number of stations on the gantry beam affects the achievable cutting width. The nominal cutting widths listed are applicable for 3 stations (not including a contour bevel 
system).

Maximum Traverse Speed 			   1200 ipm (30 mpm)
Maximum Number of Stations 			   (6) Total
Maximum Number of Plasma Stations 		  (2)
Maximmum Plasma Production Capacity 		  2” (51 mm)
Recommended Oxygen Plasma Systems 		  Hypertherm® HSD130™, MAXPRO200™
Recommended High Definition Plasma Systems 	 Hypertherm® HPR130XD™, HPR260XD™, HPR400XD™, HPR800XD™ 
Maximum Number of Oxy‐Fuel Stations 		  (6)
Maximum Oxy‐Fuel Production Capacity 		  8” (200 mm) with 30” (760 mm) slat height, 12” (300 mm) with lower slats 
Machine Input Power 				    480VAC, 50/60 Hz, 3-Phase Balanced-Y (Amperage draw is machine configuration dependent)
Input power – Plasma System 			   Refer to Plasma Manufacturer’s Manual
***Specifications are subject to change
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Cutting Edge TechnologiesCutting Edge Technologies
MEGA HORNET 1000
The MEGA HORNET 1000 delivers premium precision performance for the most demanding plasma and oxy-fuel profile cutting applications. The MEGA HORNET 1000 
incorporates the latest profile cutting technology and the Hypertherm FULL SUITE of products.

MACHINE SIZES
MEGA HORNET 1000 is available in widths from 6.6 ft (2 m) to 14 ft (4.3 m) in 2 ft (0.61 m) increments. Rail systems up to 
100 ft (30.5 m) or more are available.

PLASMA CUTTING, OXY-FUEL CUTTING & PLATE MARKING
The MEGA HORNET 1000 flexible master carriage system is designed to carry up to (3) tools such as a plasma torch, 
oxy-fuel torch or plate marker. Machines may be configured with up to (2) plasma systems with output to 800A and up 
to (6) oxy-fuel torches with cutting to 12” (300 mm). Mechanical and plasma marking systems are also available.

HEAVY DUTY DESIGN
Internally reinforced fabricated steel end trucks support welded and stress relieved front and rear steel beams to enable the 
MEGA HORNET 1000 to span up to 14 feet (4.3 m) and carry up to 6 cutting and marking processes. Cross axis tool carriages travel smoothly along
dual 20mm linear ways. Machined ductile iron mounting and leveling pads are set on 48” (1.2 m) centers to support triple machined 68 lb / Yard 
(34 kg/m) floor mounted rails. All cables and hoses are conveyed within enclosed flexible cable carriers for both the X and Y axis.

POWERFUL AC SERVO DRIVE SYSTEM
A SERCOS Technology® motion control interface sends positional commands to 1,000 watt (1.3 HP) AC servo motors across an 
optical network at up to 16 Megabits per second. SERCOS technology was chosen to handle the high acceleration forces, speed 
and precision required to optimize the performance of today’s high definition plasma cutting systems. Servo motors are 
directly coupled to precision low backlash planetary gearboxes delivering premium motion control and 1,200 ipm (30 mpm) 
rapid traverse speeds.

HYPERTHERM® FULL SUITE
MEGA HORNET 1000 CNC cutting machines are configured with the Hypertherm FULL SUITE of products including Hypertherm plasma systems, a Hypertherm MicroEDGE Pro™  CNC 
control and Hypertherm plasma height control technology. Use of the FULL SUITE ensures delivery of the latest Hypertherm technology, the most reliable integration of system components, 
the best and most consistent plasma performance and the best system diagnostics. Additionally, Retro Systems machines configured with a Hypertherm HPRXD Auto Gas plasma system and 
Hypertherm CAM Solutions ProNest programming software deliver True Hole™ cutting technology for mild steel and RAPID PART technology.

BUILT-IN CUTTING EXPERTISE
Eliminate operator variability by embedding Hypertherm’s cutting techniques into the part program with Hypertherm CAM Solutions ProNest offline programming software. The operator does 
not need to set amperage, gas combinations or flows, torch pierce height, pierce time, pierce delay, cut height, arc voltage, interior or exterior profile feed rates or kerf compensation. ProNest 
automatically sets all the previously listed parameters as well as lead in type, location and speeds, torch height control settings and collision avoidance. Everything necessary to produce 
premium results every time is in the code. The Hypertherm FULL SUITE is the only way to go.

RELIABILITY AND SUPERIOR SERVICE
Machine startup and operator training is conducted by Retro Systems factory technicians who also build and test the equipment. The MEGA HORNET 1000 is so reliable that service calls are 
infrequent, however, Retro Systems offers innovative, responsive service if issues arise. The Hypertherm MicroEDGE Pro™ CNC control with REMOTE HELP via the internet allows our technical 
support staff to “see” the diagnostics screens on your machine and do real-time troubleshooting. Plus, we ship virtually all our repair parts the same day. When an on-site solution is required, 
a factory technician is promptly dispatched.

TOOL CARRIAGES
• Flexible Master carriage for up to (3) Tools
• Up to (6) Carriages Total

HEAVY DUTY FRAME DESIGN
• Heavy Wall Welded Steel Front & Rear Beam
• Fabricated & Reinforced Steel End Trucks
• Dual 20mm Cross Axis Linear Ways
• Stainless Steel Slave Carriage Band Drive
• Triple Machined Floor Mounted Rail System
• Machined Ductile Iron Rail Mounting Plates

POWERFUL DRIVE SYSTEM
• 1.3 HP AC Servo Motors
• SERCOS Fiber Optic Interface
• Planetary Gear Heads
• Dual Linear Way Motor Slides
• 1” (25mm) Wide Helical Gear Rack
• Hardened & Ground Helical Pinion Gears
• 6” (152mm) Diameter Truck Wheels

REMOTE HELP
Connect to factory technical 
support via the internet 
in less than a minute. Our 
technicians can:
• Observe CNC Screens while
  Running the Machine
• Review Settings/Setups
• Review Part Programs
• Perform Software Updates
• Perform HPR Diagnostics
• Provide Technical Training

CUTPRO WIZARD™
CutPro Wizard™ guides the  
operator through:
• Loading Part programs
• Selecting a Cutting Process
• Aligning a Plate and
  Adjusting for Skew
• Selecting Scrap Clearance
• Starting the Cut

PLASMA CUT CHART SCREEN
Operator selects material type, 
thickness, gases and amperage. The 
CNC controls the plasma torch height 
control and motion control variables
throughout the cutting job. Gas 
selection and flows are automatically 
set and maintained if interfaced to an 
Auto Process plasma cutting system.

CONSUMABLES SCREEN
Displays part numbers and images 
for the correct plasma consumables 
based on the selections made in the 
CUT CHART SCREEN. It even tracks 
consumable parts life.

OXY-FUEL PROCESS SCREEN
Operator enters preheat oxygen, 
preheat fuel and cut oxygen 
pressures and timing sequences. CNC 
control maintains process variables 
throughout the cutting job.

MEGA HORNET 1000 STANDARD FEATURES:
• Hypertherm® MicroEDGE Pro™  CNC Control
• Integrated SENSOR Torch Height Control Interface
• Heavy Duty Steel Gantry Construction
• Dual 20mm Cross Axis Linear Ways
• Hardened and Ground Helical Pinion Gears
• Precision Helical Gear Rack
• Triple Machined 68 lb / Yard (34 kg/m) Floor Mounted Main Rails
• 1000 Watt (1.3 HP) AC Servo Motors
• Planetary Gear Heads
• 1,200 IPM (30 mpm) Rapid Traverse Speed
• Enclosed Flexible Cable Carriers on Both X & Y Axis
• Flexible Master Carriage System for up to (3) Tools

CNC CONTROL & OPERATOR CONTROL CONSOLE FEATURES:
• Hypertherm MicroEDGE Pro™  SERCOS CNC Control
  – Microsoft® Windows® XP® - Embedded Version
  – Software Supports HPRXD and True Hole™ Technology
  – Panel Mounted 15” Touch Screen
  – Intel 2.4 GHz, 1 GB RAM
  – 120.0 Gigabyte Hard Drive or Greater
  – (5) 2.0 USB Ports, and (2) RS-232/RS-422 Serial Ports
  – (1) RJ-45 Network Port
  – 1024 Lines of User-Definable Interface Signals (512 In / 512 Out)
• Retro Systems Operator Console
  – Plasma and Oxy-Fuel Control Switches
  – Six (6) Station Control
  – Speed Potentiometers (Jog Speed and Program Speed)
  – Eight Position Directional Controls
  – E-STOP button

MEGA HORNET 1000 OPTIONS:
• Widths from 6.6 ft to 14 ft (2 m to 4.3 m)
• Rail Systems to 100 ft (30.5 m) or More
• Configurable with up to (6) Stations
• Plasma Systems up to 800 Amps (2 max)
• Plasma Torch Lifter with AC Servo Driven Ball Screw
• Collision Mount for Plasma Torch
• Second Servo-driven Carriage
• Pipe Combo System
• Oxy-fuel Torches & Lifter Stations (6 max)
• Oxy-fuel Torch Height Controls (6 max)
• Oxy-fuel Auto Ignition (6 max)
• CNC Controlled Oxy-Fuel Gas Manifold
• CNC Controlled Plasma Bevel Heads (1 max)
• Manual Plasma Bevel Attachment
• Plate Markers (Air Scribe or Plasma)
• Cross-Hair Laser Pointer
• Programmable Torch Selection and Spacing
• Wireless Remote Control
• Over-head Cable Carriers
• Multi Zoned Down Draft Air Tables
• Water Tables with Adjustable Water Level
• Dust Collection Systems

PRECISION CUT PARTS
• Thin gauge to 2” (.5mm to 50mm)
• Steel, Stainless and Aluminum
• Weldable Cut Edges
• Plasma Plate Marking

OPERATOR CONTROL 
PANEL
• 15” (380mm) Touch Screen
• CNC On/Off switch
• (1) USB port
• Openings for (6) oxy-fuel 
THC controls
• (6) Station control panel


